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~ X-101 Stereo Amplifier 


TOP-QUALITY HIGH-FIDELITY COMPONENTS 





101-R Stereo 
FM-AM Tuner 


Superb NEW Stereophonic Components 


NEW X-101 STEREO AMPLIFIER 
NET Masterfully designed, 
dual 20-watt stereo ampli- 
$] 89 50 fier and preamp-equalizer. 
Offers controls and inputs 
$18.95 Down for any stereo or monaural 


sound source. Stereo chan- 
nels can be used in parallel or individually 
for monaural operation. Recording jacks are 
provided on both channels, for stereo or 
monaural recording, without interrupting 
normal listening. Record-monitor jack on 
one channel. Output: 20 watts per channel; 
40-watt peaks. Response: 20-20,000 cps. 
Distortion: harmonic, 0.7% at rated output; 
IM. 2% at rated output. Hum —80 db. 
. 


12 Inputs (2 each): LP-78-RIAA 1; RIAA 2; 
Tape; Tuner; Aux 1; Aux 2. Oulput Im- 
pedances: 4, 8 and 16 ohms each channel. 
Controls: Selector (LP, 78, RIAA 1, RIAA 
2, Tape, Tuner, Aux 1, Aux 2); Output Se- 
lector (Stereo Reverse, Stereo, Channel A 
plus B, Channel B plus A); On-Off/ Master 
Volume; Channel Balance; Rumble, Filter; 
Loudness Control; Bass; Treble; 4 Input 
Level adjustments. Four EL84/6BQ5 out- 
put tubes. Less cabinet, below. 4'%™x13%x 
13”. For operation from 105-125 v., 50-60 
cycle AC. Shpg. wt. 30 Ibs. 


PU SUGBMENET Se ae 189.50 





PR-66 Stereo 
Preamp 


NEW 101-R STEREO FM-AM TUNER 
NET New stereo FM-AM tuner 
of superior quality and de- 
$22950 sign, and remarkable ver- 
a eee FM 
and AM channels permit 
$22.95 Down either stereo or monaural 
operation. FM Section: Gold-cascode high- 
gain, low noise RF stage, four IF stages, two 
limiter stages, automatic gain control, and 
automatic interstation noise-muting. Offers 
maximum sensitivity and stability. Sepa- 
rate ‘‘Micro-Ray” tuning indicator; ‘tune’ 
and “‘listen’’ switch positions. Sensitivity: 
1.6 wv for 20 db of quieting. Low-im- 

pedance audio output stage. 


AM Section: Tuned RF stage, temperature- 
compensated converter stage, two IF stag- 
es, delayed automatic gain control circuit; 
10-ke sharp cut-off filter. Separate ‘‘Micro- 
Ray” tuning indicator. Sensitivity: 3% wv 
for Y%-v. output. Front Panel Controls: FM 
Selector (FM-Off, Tune, Listen); FM Tun- 
ing; AM Selector (On-Off, AM-Off, Broad, 
Sharp); AM Tuning. 7 output jacks. 14 
tubes, 2 germanium diodes; EZ81/6CA4 
rectifier. Less cabinet, below. 4'%g—x15 Vex 





NEW 400-C STEREO PREAMPLIFIER 


NET Superbly designed, the 
400-C Stereophonic Mas- 
$1695° ter Audio Control offers 
eee SR flexi- 
ility. Provides 16 input 
$16.95 Down jacks on rear apron for any 
combination of stereo and monaural appli- 
cations. Four output jacks, and a total of 9 
controls, give you unsurpassed versatility. 
Provides correct equalization for all stereo 
and monaural tape and disc recordings. 


16 Inputs (8 pairs): Eur-LP-RIAA 1; RIAA 
2; Tape; Mic; Monitor; Tuner; Aux 1; Aux 
2. 4 Outputs (2 pairs): Main (for 2 amplifier- 
speaker systems in stereo, monaural or 
crossover operation); and Recorder (for 
stereo or monaural recording). 9 Controls: 
Input Selector (with jeweled indicator 
lamps); Equalization Selector (Eur, LP, 
RIAA 1, RIAA 2, Tape, Mic); Output Se- 
lector (Stereo Reverse, Stereo, Channel A 
plus B, Channel A only, Channel B plus A, 
Crossover); Master Volume/On-Off; Chan- 
nel Balance; Loudness Contour; Rumble 
Filter; Bass; Treble; and four Input Level 
adjustments. Response: flat from 20 to 
25,000 cps. Distortion: less than 0.15% for 
2-v. output; less than 0.3% for 5-v. output. 
Hum & Notse: absolutely inaudible—better 
than 85 db for high-level inputs. 6 tubes: 
EZ80/6V4 rectifier, plus selenium rectifier. 
Less cabinet, below. 4136x15 x9”. For op- 


13”. For operation from 105-125 v., 50-60 eration from 105-125 v., 50-60 cycle AC. 
cycle AC. Shpg. wt., 20 Ibs. Shpg. wt., 10 Ibs. 
91SU683..NET... 20.2.2 0000. 229-50. {GY SUSQ5ENER Skene ias 169.50 


NEW 30-C MONAURAL PREAMPLIFIER-EQUALIZER 


Carefully designed preamp-equalizer featuring Fisher's traditionally excellent performance 
and styling. Provides complete control facilities for monaural hi-fi systems—two 30-C 
preamps can be used as master stereo control in stereo music systems. Low-impedance audio 
output stage permits use of cable lengths up to 30 ft. Response: uniform from 20 to 20,000 
eps. Distortion: 0.22% for 2-v. output; 0.3% for 3-v. output. Hum & Noise: 72 db down for 
high-level tuner and auxiliary inputs; 60 db down for low-level inputs. Gain: 53 db for mag- 
netic phono; 56 db for tape playback head; 54 db for mike; 19 db for high-level tuner and 
auxiliary inputs. 6 Inputs: RIAA-equalized Phono; NARTB-equalized Tape Head; Mic; 
Tuner; Aux 1 for high-level source; Aux 2 for Ceramic Phono. 2 Outputs: Amplifier; Tape 
Recorder (also has provision for tape monitoring). Controls: Selector (RIAA, Tape, Mic 
Tuner, Aux 1, Aux 2); Volume; Rumble Filter/Loudness contour; Bass; Treble/On-Off. 
Two input level adjustments; hum balance control. Tubes: EF86/6267, 7025, ECC81/ 
12AT7; selenium rectifier. Less cabinet, below. 254x12%4x8”, For 105-125 v., 50-60 cycle AC. 
Shpg. wt., 8 Ibs. 

PISICG6GS. NEMS se bGaen-s 


NEW PR-66 STEREO PREAMPLIFIER 


Low-cost, dual-channel preamp with RIAA- 
equalization for low-level stereo phono car- 
tridges. No controls; for remote installation. 
Includes equalization for two stereo 
tape heads or microphones. Compact size 
permits mounting in virtually any manner. 
Has 2 phono input jacks; 2 output jacks. 
Low-impedance output. With mtg. hard- 
ware and output cables. HWD, 514x8x174". 


PR-6 LOW-COST PREAMPLIFIER 


A self-powered unit of excellent quality and 
moderate cost. RIAA-equalized for phono; 
NARTB-equalized for tape head playback. 
Accommodates any low-level magnetic cart- 
ridge, basic tape player mechanism or mi- 
crophone. Circuit employs two high-gain 
triode stages. Exclusive feedback design 
permits the use of long output leads. Size. 
354x344x354". For 105-125 v., 50-60 cycle 
AC. Shpg. wt., 1% Ibs. 


For 105-125 v., 50-60 cycle AC. 4 Ibs. 
9:95 


91 S 686. NET 
WOOD CABINETS FOR FISHER COMPONENTS 


Hand-crafted, hand-rubbed hardwood cabinets for Fisher instruments. Designed to grace 
any room interior. Beautifully styled in the classic tradition, these fine furniture cabinets 
are the product of the same skilled workmanship that goes into the music reproducing in- 
struments listed on both of these pages. Perfectly complement the distinctive, brushed 
brass panels of Fisher's high-fidelity components. Available in three finishes to cover most 
traditional or modern decors—mabogany, blonde and walnut. Specify choice of finish. 


98 S 528. NET (Fla. 9D 








Stock No. Model | For Size wt. NET 
91 SX 687C TAS TA-500 Tuner-Amplifier DYgx14ox13'H%_" | 5 Ibs. | 22.95 
91 SX 688C RT9 | 90-R and 90-T Tuners 16Y4x1l1x8Y%” 8 Ibs. | 22.95 
91 Sx 689C FM9 | FM-90X Tuner 9Yex14' 2x10" | 4¥% lbs. | 19.95 
91 Sx 690C 4C 400-C Stereo Preamplifier 15¥4x9Vex5 74” 7 Ibs. | 17.95 
91 Sx 69I1C 10R 101-R Stereo Tuner 15V6xl2Vex6” 8 Ibs. | 22.50 
91 Sx 692C 10X | X-101 Stereo Amplifier 131546x12 4x6” 8 Ibs. | 24.95 
91 SX 693C 3C 30-C Monaural Preamplifier | 121346x174x3%4” | 4 Ibs. |.12.95 





50 Express Shipment Recommended for High-Fidelity Components 
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DELUXE HIGH-FIDELITY COMPONENTS 





TA-500 FM-AM TUNER-AMPLIFIER 


NET A modern classic in de- 

sign and elegant styling. 
$24950° Combines a highly sensi- 
tive FM-AM tuner, por 

erful 30-watt amplifier, 

$24.95 Down and master audio control 
-on one compact chassis! FM Section: 
Dual triode, cascode circuit with tuned RF 
stage and 3 IF stages followed by a wide- 
band detector for maximum capture ratio. 
Highly sensitive; operates on signals as low 
as 1 microvolt. AM Section: Tuned RF 
stage; diode detector circuit for minimum 
distortion. Sensitivity is better than 3 mi- 
crovolts for full output. Professional meter 
for micro-accurate tuning on FM and AM. 





Audio Section: 4 high-impedance inputs; 
low-impedance tape recorder output; phono 
and tape head preamp-equalizer. Response 
is +1 db, 16 to 32,000 cps. Harmonic dis- 
tortion is less than 0.5% at 30 watts; IM, 
less than 1%. Hum and Noise, — 80 db. 
Controls: Tuning; Off-On; Volume-Loud- 
ness; Bass; Treble; Selector-Equalizer (AM, 
FM, AES, RIAA, LP, NAB, Tape, Aux 1, 
Aux 2). Output Impedances: 4, 8 and 16 
ohms. 12 tubes; 2 rectifiers; 2 crystal diodes. 
6¥%x1344x13¥%4". Less cabinet; see page 50. 
For operation from 105-125 v., 50-60 cycle 


AC. Shpg. wt., 26 Ibs. 
98 SU 506. NET. ...249.50 
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“100” Amplifier 


FISHER 





90-T FM-AM Tuner 


NEW Fisher Units For Finest Performance 


NEW “‘100"' 30-WATT BASIC AMPLIFIER 
NET One of the finest basic 
lig a unit of such conserva- 
tive construction and su- 

formance and absolute reliability. Delivers 
30 watts of power, with 70-watt peak- 
trace of clipping, ringing or raggedness. Can 
reproduce the entire dynamic range of an 


amplifiers available in this 

price range. The ‘100° is 
$11.95 Down’ Detior design, that it will 
provide years of clean, trouble-free per- 
power handling capacity to accommodate 
surges in volume and transients without any 
orchestra with effortless ease. Remarkably 
pure tonal output. 


Output: 30 watts; 70-watt peaks, Response: 
+ db, 20 to 20,000 cps at 30 watts. Dis- 
tortion (at 30 watts): harmonic and IM, less 
than 1%. Hum & Noise: better than 88 db 
below 30 watts. Output Impedances: 4, 8 and 
16 ohms. Controls; Z-Matic Variable Damp- 
ing (for precise matching to any speaker 
system); Input Level adjustment; Phase 
Inverter Balance adjustment; and Speaker 
Impedance Matching switch. Tubes: ECC81/ 
12AT7, ECC82/12AU7, 2—EL37; 5V4G 
rectifier. 7x15'14x4%4”. For 105-125 v., 50-60 
cycle AC. Wt., 23 Ibs. 

19.50 





92 SU 415. NET.. 


FM-90X “GOLD CASCODE” BASIC FM TUNER 


Precisely designed for the most exacting FM listener, the FM 
fi FM tuners available. Employs a unique gold-cascode RF amplifier tube and highly 
zed circuitry to reach the theoretical limits of sensitivity—1% microvolt! Two tuning 
accurate tuning even 

f its circuitry eliminates any retunin 
s: Exclusive gold-cascode RF amplifie 
cascode-tuned RF stage; 4 IF stages; full, wide-band 







-90X is easily one of the 


by an unskilled user—and the exceptional 


g resulting from warm-up drift. Outstanding 





r-shielded front end with dual-triode, 
detector for maximum capture ratio; 


balanced antenna inputs for maximum signal transfer; variable interstation noise sup- 
pressor; etc. Sensitivity: Full limiting on signals as low as Ye uv; % uv for 20 db of quieting; 
1Yuv for 30 db. 3 Outputs: Main, Recorder, Multiplex. 2 Controls: Variable Interstation 
Muting/Off-On; Station Selector. 2 Meters: Signal-strength, for orienting antenna; Tuning 


for center-of-channel. Includes FM folded di 


pole antenna. 8 tubes: 4 germanium diodes: 6X4 


rectifier. Size, 6Yax13!30x8%%”. Less cabinet: see page SO. For operation from 105-125 v., 


50-60 cycle AC. Shpg. wt., 15 Ibs. 
99 SU 186. NET....... oes 


169.50 


90-R FM-AM BASIC TUNER 


A triumph of engineering excellence, the 90-R offers the critical listener the ultimate in 
FM-AM reception. Among the many design highlights that contribute to its dazzling per- 
formance are: “‘Micro-Ray” tuning indicator for pin-point fM-AM tuning accuracy; push- 
button interstation muting on FM; pushbutton-controlled selectivity on AM; low-imped- 
ance output to permit use up to 100 ft. away from amplifier without impairing signal; etc. 


e 
sitivity better than 3 uv for rated output; 





FM Section: Gold cascode RF amplifier stage; silver-plated front end; dual dynamic limit- 
wide-band ratio detector. Sensitivity, 0.85 wv for 20 db of quieting. AM Section: Sen- 
switch-selected choice of built-in ferrite loop 


antenna or external antenna; two IF amplifier Stages with 3-position pushbutton selected 
bandwidth; 10-ke whistle filter; special antenna input circuit for maximum signal-to-noise 
ratio. Controls: Selector (FM, AM); AM Tuning, FM Tuning; On-Off; Level Set control. 
12 tubes; 6 crystal diodes; 6V4 rectifier. Size, 7x15 Y%x1074”. Less cabinet; see page 50. 
For 105-125 y., 50-60 cycle AC. Shpg. wt., 21 Ibs. 


94 SU 341. NET. 


-- 99.50 


NEW “200” 60-WATT BASIC AMPLIFIER 


Tremendous reserve power, dependable performance and clean, undistorted reproduction 
with this new amplifier—60-watt output, with 160-watt peaks, is more than ample even for 
normally overwhelming orchestral passages! Drives even the lowest efficiency speaker sys- 
tem without overload, clipping or distortion. Advanced features include: Z-Matic variable 
damping with damping factor range from 0.1 to 10—more than sufficient for every known 


make of speaker system; special 70.7-volt output for multiple speaker systems: 


choke input 





filter system; separate bias voltage supply with dual-triode vacuum tube bia: voltage regu- 
lator. Output: 60 watts; 160-watt peaks. Response: + db, 20 to 20,000 eps. Distortion: 


harmonic, less than 0.3% 


at full rated output; IM, less than 0.5%. Hum & Noise: —90 db. 


Output Impedances: 4, 8 and 16 ohms; plus 70.7-v. output. Controls: Z-Matic Damping; In- 
put Level; Bias; Speaker Impedance; Phase Inverter Balance. Two EL34/6CA7 output 


92 SU 416. NET 


tubes. 834x1414x1214”. For 105-125 y., 50-60 cycle AC. Shpg. wt., 50 Ibs. 


179.50 


For Music Systems Featuring Fisher Units, See Page 27 


90-T FM-AM TUNER 


NET Superb, laboratory-qual- 

ity FM-AM tuner for the 

$2395° finest hi-fi systems. Fea- 
tures ree ee Bp indi- 

cator for FM-AM tuning, 

$23.95 Down muting for interstation s 
lence on FM, AM selectivity control, pres- 
ence control for emphasizing solo passages, 
and 4 inputs including tape playback head. 








FM Section: Gold cascode RF amplifier 
stage for maximum sensitivity (0.85 uy for 
20 db of quieting). Entire front end features 
silver-plated shielding against noise and in- 
terference. Dual dynamic limiters; wide- 
band ratio detector for distortion-free re- 
ception of weak stations. Pushbutton mut- 
ing of interstation noise, AM Section: Sensi- 
tivity better than 3 xv for rated output. 
Separate AM front end; two IF amplifier 
stages with pushbutton-selected bandwidth; 
10-ke whistle filter. Audio Controls: 8-pos. 
Selector; Presence; Rumble Filter; Noise 
Filter; Bass; Treble/On-Off; Master Vol- 
ume; 4-position Loudness Contour; FM-AM 
Tuning. 15 tubes; 6 crystal diodes; and rec- 
tifier. Less cabinet; see page 50. 7x15Yex 
1074”. For operation from 105-125 v., 50-60 


cycle AC. 23 Ibs. 
94 SU 340, NET 239.50 





90-R Basic 
FM-AM Tuner 








"200" 
Amplifier 


